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Analogue conductivity meters
Standard device for installation on top of a destillo mixed-bed demineralisation unit

Digital conductivity meters for cabinet (S) or wall (W) mounting

Accessories for digital conductivity meters, type LWM 358-S/W

Product name	 Power supply	 Measuring range	 Limit value contact	 Suitable for	 Item
	 kW / Hz		  	 destillo	 number	
	
LWM 325-S	 220 / 50	 0.2 – 100 µS/cm	 none	 D2	 060 001
LWM 330-S	 220 / 50	 0.1 – 100 µS/cm	 none	 D10	 060 002
LWM 330 dE	 220 (240) / 50 (60)	 0.1 – 100 µS/cm	 none	 D 12 dE – D 100 dE	 060 003
LWM 335 dE	 220 (240) / 50 (60)	 0.1 – 100 µS/cm	 1 x non-floating 230 V	 D 12 dE – D 100 dE	 070 002
LWM 336 dE	 220 (240) / 50 (60)	 0.1 – 100 µS/cm	 1 x floating changeover-contact	 D 12 dE – D 100 dE	 070 009

Product name	 Power supply	 Measuring range	 Outputs	 Dimensions	 Item
	 kW / Hz			   W x D x H	 number	
	
LWM 358-S	 230 V / 50 – 60 Hz	 0.1 – 10 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 131	 090 032
LWM 358-S	 230 V / 50 – 60 Hz	 1 – 100 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 131	 090 042
LWM 358-S	 230 V / 50 – 60 Hz	 0.2 – 20 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 131	 090 033
LWM 358-S	 230 V / 50 – 60 Hz	 2 – 200 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 131	 090 043
LWM 358-S	 230 V / 50 – 60 Hz	 20 – 2,000 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 131	 090 034
LWM 358-S	 230 V / 50 – 60 Hz	 0.1 – 10 mS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 131	 090 035

LWM 358-W	 230 V / 50 – 60 Hz	 0.1 – 10 mS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 220	 090 036
LWM 358-W	 230 V / 50 – 60 Hz	 1 – 100 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 220	 090 046
LWM 358-W	 230 V / 50 – 60 Hz	 0.2 – 20 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 220	 090 037
LWM 358-W	 230 V / 50 – 60 Hz	 2 – 200 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 220	 090 047
LWM 358-W	 230 V / 50 – 60 Hz	 20 – 2,000 µS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 220	 090 038
LWM 358-W	 230 V / 50 – 60 Hz	 0.1 – 10 mS/cm	 3 x floating / 1 x 4 – 20 mA	 131 x 60 x 220	 090 039

Product name	 Measuring range	 Description	 Connection /	 Item
	  		  Installed length	 number	
	
Analogue module 4 – 20 mA		  For 2nd analogue output 4 – 20 mA		  090 041
Measurement cell EMZ 1 ½“	 0.1 – 10 / 1 – 100 µS/cm	 with 6 m cable	 1 ½” / 72 mm	 100 047
Measurement cell EMZ 1 ½“	 0.2 – 20 / 2 – 200 µS/cm	 with 6 m cable	 1 ½” / 72 mm	 100 020
Measurement cell EMZ 1 ½“	 2 – 2,000 µS/cm	 with 6 m cable	 1 ½” / 64 mm	 100 059
Measurement cell EMZ 1 ½“	 0.1 – 10 mS/cm	 with 6 m cable	 1 ½” / 60 mm	 100 060
Flow assembly 	 	 For EMZ 1 ½“	 3/4“	 100 019
GMH 3431 	 0.2 – 19,990 µS/cm	 Handheld conductivity meter		  630 074

Conductivity meters – analogue and digital

LWM 358-S

LWM 330 dE

Measurement cell EMZ 1 ½“

Characteristics of digital conductivity meters LWM 358
-	 High-precision conductivity meters with digital display for 
	 cabinet or wall mounting
-	 3 limit relays and 2 digital inputs
-	 Conductivity, temperature and switching status of the relay 
	 switches and digital inputs displayed
-	 Automatic temperature compensation to 25 °C
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HERCO Wassertechnik GmbH
Planckstrasse 26
71691 Freiberg am Neckar
Germany
Tel. +49 7141 7095-0
Fax +49 7141 7095-999
info@herco-wt.de  ·  www.herco-wt.de
Herco Dialysis Technology: www.herco-dialyse.de

Certified quality, 
made in Germany

DIN ISO 9001
EN ISO 13485
EC certificate
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