
Technical Data Sheet

Footprint

Vessel Volume Valve H1 H2 H3 D1 D2 Width Depth Height

1054 50 1" 159 143 84 26 44x39 68 44 159

1252 50 1" 154 139 83 32 44x39 72 44 154

1354 75 1" 157 143 98 35 68 103 68 157

1465 100 1" 186 167 93 37 88 126 88 186

1665 150 1" 187 168 115 41 88 130 88 187

1865 200 1" 187 168 115 46 88 136 88 187

2160 250 1.5" or 2" 185 165 115 56 88 144 88 185

2469 375 2" 210 188 124 61 88 150 88 210

3075 500 2" 227 205 111 77 103 175 103 227

3672 700 2" 244 222 111 93 103 197 103 244

Dimmensions in cm

Sizes may vary dependent on the components used and should only be used as a guide.
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Technical Data Sheet

General Conditions for installation

Inlet & Outlet: 1", 1.5" or 2"

Drain connection: 3/4", 1", 1.25" or 2" depending on flow

Electrical rating: 230V, 50Hz, 12V transformer

IP protection class: Double isolated transformer

Min. inlet pressure: 200 kPa (2 bar)

Max inlet pressure: 600 kPa (6 Bar)

Mean pressure drop: 100 kPa (1 bar) under normal circumstances

Temperature range: 5-35˚C

Notes

It is recommended to install a 25µ pre-filter.

Resin

Type: Anion Organic scavenger resin

Life span: 5 years under normal circumstances.

Ion exchange (for average salt consumption of 250 g/l)

50 75 100 150 200 250 375 500 700

12.0 19 25.00 31.0 50 62.0 94 125.00 175

Regeneration
Default set to "delayed Regeneration".  Start time is 2:00 AM

Options: TIME-VOLUME - IMMEDIATE - DELAYED - DAYS OVERIDE - MANUAL REGENERATION

Litres of resin 50 75 100 150 200 250 375 500 700

Total time min 94 98 124 130 130 95 77 92 83

The interval beteen regenerations should be no more than 14 days to prevent bacterial growth

At least 8 hours between regenerations is required for the brine solution to form.

Flow Rate

Litres of resin 50 75 100 150 200 250 375 500 700

Nominal Flow M³/h 0.7 1.1 1.5 2.1 3 3.4 5.6 7.5 10

Minimum Flow L/h 60 60 60 60 342 342 342 342 342

Salt used Kg

Litres of resin
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